
Dual Personnel Lift
Super Series 
Standard Features
■ Designed to fit through a

single door
■ AC or DC power options
■ Auxiliary platform lowering

feature 
■ Tie-down attachment points on 

each corner
■ Swivel-lock casters
■ Angled entry ladder
■ Ground and platform controls
■ Locking key switch

■ GFCI 110V electrical outlet in platform

Options and Accessories
■ Tool tray
■ Fluorescent tube caddy
■ 110V or 220V at 50/60 hz
■ Operational warning light and

descent alarm
■ Platform-locating laser light

Standards Compliance
■ ANSI/SIA A92.3 
■ CSA CAN3-B354.1-M82
■ CE indoor compliance
■ AS 1418.10-1996
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For further information, please contact your local distributor or the Genie sales office listed. Continuous improvement of our products is a Genie policy. Product specifications are subject to change without notice or obligation. The photographs and drawings in this
brochure are for illustrative purposes only. Refer to the Genie DPL Super Series Operator’s Manual for instructions on the proper use of this equipment. Failure to follow the appropriate Operator’s Manual when using a Genie DPL Super Series, or to otherwise act
irresponsibly, may result in serious injury or death. Copyright © 1996 by Genie Industries. Printed in the U.S.A. on recyclable paper. ”Genie” and “DPL” are Registered Trademarks of Genie Industries in the USA and many other countries.
“Super Series” is a Trademark of Genie Industries. Genie is the owner of U.S. Patent 6,095,286 and Patents Pending. DPLS 35K 0101E. Part No. 65004
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Dual

Personnel Lift

Super Series

The dual

work platform 

for one or 

two workers

and their tools.
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Distributed By:

GENIE UNITED STATES
18340 NE 76th Street
P.O. Box 97030
Redmond, Washington 98073-9730 
Telephone (425) 881-1800
Toll Free in USA/Canada 800-536-1800
Fax (425) 883-3475
http://www.genielift.com
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Specifications
Model DPL–25S DPL–30S DPL–35S

US Metric US Metric US Metric

Height – working 31 ft 4 in 9.55 m 36 ft 11 m 40 ft 9 in 12.4 m

Height – platform 25 ft 4 in 7.7 m 30 ft 9.14 m 34 ft 9 in 10.6 m

Height – stowed 78 in 1.98 m 78 in 1.98 m 78 in 1.98 m

Width 311⁄2 in 80 cm 311⁄2 in 80 cm 311⁄2  in 80 cm

Length – stowed 813⁄4 in 2.08 m 813⁄4 in 2.08 m 813⁄4 in 2.08 m

Platform – length 72 in 1.83 m 72 in 1.83 m 72 in 1.83 m
– width 271⁄2 in 70 cm 271⁄2 in 70 cm 271⁄2 in 70 cm

Power Source 12V DC or 12V DC or 12V DC or
220V or 115V AC 220V or 115V AC 220V or 115V AC

Shipping Weight
AC 1,375 lb 624 kg 1,475 lb 669 kg 1,575 lb 714 kg
DC 1,450 lb 658 kg 1,550 lb 703 kg 1,650 lb 748 kg

Maximum Lift Capacity
ANSI (Domestic) 750 lb 340 kg 750 lb 340 kg 600 lb 272 kg
CE (European) 750 lb 340 kg 750 lb 340 kg 600 lb 272 kg
CSA (Canadian) 600 lb 272 kg 600 lb 272 kg 500 lb 227 kg

Footprint Specifications

Model Footprint Footprint Corner Wall Access Wall Access
Length Width Access Front Side
in m in m in cm in cm in cm

ANSI and CE IN
DPL-25S 82 2.08 561⁄2 1.44 17 43 7 18 16 41
DPL-30S 861⁄4 2.19 683⁄4 1.75 24 61 9 23 22 56
DPL-35S 861⁄4 2.19 683⁄4 1.75 24 61 9 23 22 56

CSA
DPL-25S 89 2.26 761⁄4 1.94 29 74 11 28 27 69
DPL-30S 93 2.36 86 2.18 34 86 13 33 31 79
DPL-35S 93 2.36 86 2.18 34 86 13 33 31 79

GENIE UNITED KINGDOM
The Maltings, Wharf Road
Grantham
Lincolnshire  NG31 6BH
England
Telephone (44) 01476-584333
Fax (44) 01476-584334
http://www.genielift.com



Outrigger Storage Sockets. Sockets
secure the outriggers during 
loading and transport. Outrigger
storage sockets are conveniently
located by each base outrigger
socket for ease of setup and use.

Multi-Direction Forklift Pocket
Access. Forklift pockets are
accessible from all four sides of
the machine. 
Extra-large 31⁄2 x 71⁄2 in (9 x 19 cm)
pockets are located on both sides of
the machine.

Angled Entry Ladder. The
convenient fold-out ladder
provides safer, easier
platform access.

Winch Attachment Point. The 
conveniently located attachment
point allows you to easily winch
the DPL Super Series on and off
roll-back trucks.

Tie-Downs. Sturdy tie-down
attachment points are located
at each end of the machine.

Dual Personnel Lift Super Series: An Outstanding Value.
The Genie DPL Super Series delivers savings of up to 50% or more over scissor lifts or booms. Besides its lower cost,
the DPL Super Series provides tight-access maneuverability, easily handling jobs that many self-propelled products
can’t access. One-person setup and operation allows versatile use by one or two people. The large platform has ample
space for workers and their tools.

Ground controls

Patented mast system

Outrigger storage

Auxiliary platform lowering feature

Rolls through a single doorway. Easy, one-person setup.

Forklift pocket

Standard Features

The Most Rigid Mast in the Industry.
Genie’s patented mast system 
features high-strength aluminum,
interlocking and telescoping mast
sections, and heavy-duty lifting
chains with a safety factor of
greater than 10 to 1. The chains are
used throughout the entire system
for strength and reliability. The
mast is field-adjustable and easy 
to maintain.

Rugged and Durable Base System.
The Genie DPL Super Series features
a welded steel base that stands up
to tough job site conditions.

Rolls Through Single Doorways. 
A convenient handle is located on
one end of the machine, providing
easy steering and maneuverability.
The 4-position, non-marking swivel
lock casters allow 360º rotation in
areas as small as 88 x 31 in 
(2.24 m x 79 cm).

Ground Controls. LED lights 
confirm proper setup of
outriggers. Indicator lights signal
low battery (DC models).
The platform can be lowered from
the ground controls. A locking key
switch prevents unauthorized use.
The patented outrigger interlock
system prevents operation unless
all outriggers are installed.

Auxiliary Platform Lowering Feature.
All models are equipped with an
auxiliary platform lowering feature.
Operators can lower themselves
from the platform in the event of a
power failure. 

Platform Controls. Dual-activated
controls are easy to operate. The
Ground Fault Circuit Interrupt
power receptacle provides for safe,
convenient use of power tools.
Safety decals are clearly visible.

Smooth, Efficient Power. Choose
from AC or DC power. The Genie
DPL Super Series provides clean,
quiet operation for indoor or out-
door use. A platform mounted
GFCI 110 volt electrical outlet is
standard equipment on all models.
Power Options:

AC: 85/50-60 Hz
110/50-60 Hz
220/50-60 Hz

DC: All DC models include a
heavy-duty 190 amp hour 12
volt battery and 20 amp 
charging system. Charging 
systems are available in the
following input voltages:

110/50 Hz, 110/60 Hz
220/50 Hz, 220/60 Hz
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